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A RELEASED 8-8-94

/— 581007 (x2)

585005 (x2)
POSITION CONNECTORS AND WIRES p— X

AS SHOWN, AND PLUG INTO PCB.

L 581020
o o
————————————————————————————————————————— 5821191

681007 SCREW 6-32X5/8" SOCKET BUTTNHD BLK ZNC
581020 SCREW 6-32X1/4" PHIL PNHD BLK ZNC
581030 SCREW 6-32X3/8" PHIL PNHD TYPE F ZNC

5821191 WASHR LOCK NO. 6 EXT TOOTH BLK ZNC
583010 NUT KEP 6-32 SM PAT ZNC PL
585005 SPACER NO. 6-3/16" NYLON

[ 587011 HDWR BUMPON 3M H3.5MM W12.7MM

i] 588010 HDWR FOOT RUBBER D=.250 H-.235
==

NOTES:

1. REMOVE THE PROTECTIVE PLASTIC SHEET FROM
| THE FRONT OF THE LED, AND INSTALL USING THE
HARDWARE SHOWN.

!

587011

2. MOUNT THE PCB INTO THE CHASSIS USING THE HARDWARE
SHOWN FOR THE BRACKET AND THE JACKS.
[ 3. PLUG THE IDS CONNECTORS ONTO THE PCB, AS SHOWN.
4. PLACE RUBBER BUMPER ON THE BOTTOM OF THE PCB.
______________ — 5. MOUNT THE BOTTOM COVER WITH THE FEET AND HARDWARE SHOWN.
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