
Fully Approved 12V DC 1 Amp 

“plugpacks”: Buy direct from 

importer. $10 + sales tax. Many other 

models available. Call AV-COMM Pty 

Ltd (02) 9949 7417/ 99482667 or fax 

(02) 99497095. 

PCB’s made, one or many, low 

prices, hobbyists welcome. Also 

Touch Switch for lamps, 2A, 3 steps, 

$7 ea.plus P+H $3 for 3 units. Sesame 
Electronics (02) 554-9760, Fax 

(02) 9718-4762. 

Easy Pic’n Beginners Book to using 

microchip PIC chips $50, basic com- 
piler to clone basic stamps into cheap 

PIC16C84’s $135, CCS C compiler 
$145, heaps of other PIC stuff, pro- 
gramers from $20, real time clock, A- 
D. Ring or fax for free promo disk. 

WEB search on Dontronics P.O. Box 

595 Tullamarine 3043 039338-6286 

Fax 039338-2935 

Established in 1933, RCS Radio is the 

only company which manufactures 

and sells every PCB and front panel 
published in Electronics Australia and ETI/SC. 

651 Forest Road, Bexley, NSW 2207 

Ring (02) 587 3491 for instant prices. 

TORTECH PTY LTD 
TOROIDAL TRANSFORMERS 

Design and Manufacture 

Approved to AS3108 - 1990 & U.L. Standards 

Tel: (02) 642 6003 Fax: (02) 642 6127 

KIT REPAIRS - R & D, prototyping, repairs 

to electronic equipment, all kits repaired 

CAMPAD ELECTRONICS 

26 KEITH STREET CAPALABA, Q. 4157 
Phone (07) 3245 2008 

Printed Circuit Board Manufacture 
48-Hour service * High quality * Low prices 

1 offs to any quantity 

Artwork designed if required 
ro Call for obligation free quote... ~ ~ ~ 

INSTANT PCB’S PO BOX 448 AVALON 2107 

Ph: (02) 9974 1189 Fax: (02) 9974 5491 

Computer Programming Whiz! to 

create modules of code. DOS. W95. 

Pis fax details rates. 09 344 5905 
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(Continued from page 84) 
somewhat surprised to find that 5BG, 

6AC and 3BQ were already on the air in 
Australia using the same technique. 
Max’s remarks about his early efforts 

to produce an appropriate RF piezoelec- 
tric slab from a lump of crystalline 
quartz are quite fascinating: 

“After much trial and tribulation 
hacking quartz crystal about with a 
carborundum strip on the reverse side 
of a hacksaw blade, I put a little dia- 
mond saw in our lathe — much to my 
brother’s disgust. He had visions of the 
diamond dust getting into the bearings 
and ruining them.” 

“So, between us, we made up a sepa- 
rate grinding head to take the drive via a 
belt, to keep any dust well away from 
the lathe. With that I hacked my way 
through various pieces of quartz until I 
achieved a satisfactory one”. 

Royal Flying Doctor 
As it happened, Max’s venture into 

crystal control for the restored 3BQ had 

(Continued from page 41) 

positive or negative triggering when 
external triggering is selected. This set- 
ting will automatically be set to positive 
when internal triggering is selected. 
TRIGGER DELAY: A trigger delay of 

0, 2, 4 or 8 cycles is selectable. This deter- 
mines how long the trigger signal must be 
present in order for the PCLA to register 
the trigger event. It can be used to avoid 
false triggering, and also for a legitimate 
use when you want to distinguish 
between short and long trigger events. 
CLOCK SELECT: Toggles through 

all of the internal TIMING mode clock 
sample rates, and also selects the 
STATE mode external clock. 

NOTES & ERRATA 

XF EST Hall sensor plate 
Bosch part No. 9 233 067 050 

Hall sensor aie 

a surprising outcome. Around 1930, he 
was visited at Canterbury by the Rev. 
John Flynn and Alfred Traeger, of the 
Royal Flying Doctor Service. Max was 
lavish in his praise of Traeger, (a) for his 
resourcefulness in devising the pedal 
generator to power the RFDS’s emer- 
gency transceivers, and (b) for adapting 
a typewriter keyboard to produce Morse 
code from such a transceiver, intelligi- 
ble to a central operator. . 
Anyone who could switch on a trans- 

mitter and spell out the necessary words 
could send a distress message in Morse. 
What the RDF needed now was a means 
of stabilising the transmitter frequency, 
so that scattered transceivers would all 
come up on the allotted spot on the band 
— notwithstanding — temperature 
extremes and/or how erratically the gen- 
erator was being pedalled. 

At that point in time, Max Howden 
undertook to do his best to provide Alf 
Traeger with the crystals he needed. 
More about that in the next issue. 
(To be continued) 

CLOCK POLARITY: Determines if 
the data will be sampled on the posi- 
tive or negative edge of the external 
clock. This has no effect when in 
TIMING mode. 

That’s about all there is to the soft- 
ware. As you can see it’s quite straight- 
forward. Further information is avail- 
able in the software documentation pro- 
vided on the disk. 

The software and pre-programmed 
PLDs will be available from Tronnort 
Technology. Please refer to the note in 
the parts list for more details. 

That brings to an end the description of » 
the new PC based logic analyser. I hope 
you find it a valuable addition to your test 
gear collection. Happy triggering! ¢ 

XF EFI (ECCIV) Hall sensor plate 
Bosch part No. 9 233 067 041 

Hall sensor location. y, 

Auto Electronics (October 1996): In Fig.7, on page 45, the Hall Sensor plates for 
XF Falcon EST and EFI (EECIV) systems were unfortunately swapped. The correct- 
ed diagram is shown above. 
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