
CHANGE INFORMATION Since the release of the JX-8P some engineering changes have been made 

to improve the performance and reliability of the unit. O Interchangeable y. Substitutive 
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DESCRIPTION $5Ert8(sa) 
MAIN BOARD 
ASSEMBLY 

GATE ARRAY IC2 
MAIN BOARD 

ROM A IC6 
MAIN BOARD 

ROM B IC22 
MAIN BOARD 

76149060 
pcb 2291399102 

MB63H130 M5L27128K 
Ver. 1.1 

Operational speed of ROM A is somewhat low when compared with 

that of the CPU IC8 HD63B08 and the ROM sometimes misses access 

to its memory cells, causing program runaway; the phenomenon will be 

no display or no sound. 

As a solution CE is advanced by bypassing I Cl 6 to provide the ROM 

with more accessing time margin. In field service changing to a high 
speed ROM M5L2712K-2 is recommended for easier improvement with 

no CE reconnection. 
The high speed ROM is implemented at the factory with SN514700 for 

double safety. 
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Although the software 

in ROM B remains 
unchanged, its revision 

number is updated in 

pace with that of ROM 
A to avoid confusion 

around version number. 
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Pressing HOLD Pedal while After Touch is On also holds A.T. effect via 

MIDI message on a downstream synthesizer. The effect continues on 

the subsequent notes even they are played after the release of the pedal. 

ROM A of Ver. 2.0 cures this problem. 
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The software in PROM A of Ver. 2.1 allows the modules to increase the 

total volume of the voice outputs. Also the software recognizes MIDI 

Program Change message after receipt of MIDI Local OFF message. 
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This change conforms to the requirement placed 

by some specification. 

Counterparts in both original and revised circuits 
are interchangeable if R28—R31 are so arranged to 

the diagram. 
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Attempt to write into Preset Bank results in error message displayed as 

"SELECT BANK C I". However, this message would not be displayed if 

WRITE button is pressed while Preset B [-P-] Bank is selected. 

PROM A ver. 2.2 cures this problem. 

^bi-try Xy — f yiz — y rSELECT BANK 

cij tfmmznztf. 70u-fey ROMAVer.2.2^ 

mttux. 

o 
Gate Array is changed to the newly designed one. 

To provide electric connections between the new 

gate and the peripherals (see block diagram), some 

conductor patterns are re-laid out on the new PCB. 

Software in ROM A is also revised to meet the new 

function. 
CAUTION: ROM A of Ver. 3.0 will not work 

with the old GATE Array, making 

itself incompatible with ones of Ver. 

2.2 and below. 
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VREF circuit is modified to have adjustable posi¬ 

tive voltage (+5.6V). 
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VREF circuit is returned back to the previous con¬ 
figuration with some mounting holes for trimmer, 

transistor, etc. made idle. 

NOTE: VREF differs between fixed and adjust¬ 
able ones since their temperature coeffici¬ 
ents are of oposite direction. 
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ROM B of EPROM is replaced by a cost effective mask ROM. 
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90 40 51 DO 80 DO 7F B0 40 7F DO FF B0 40 00 
KEY ON AFTER TOUCH HOLD ON HOLD OFF 

Must always be 7F, but varies with AFTER TOUCH knob setting and 

Key Pressure. FF = System Reset; this will be generated 
when the amount of AFTER TOUCH amd Key pressure are at maximum. 

Pressing HOLD Pedal ON and OFF with AFTER TOUCH ON while depressing any key on the JX-8P keyboard sometimes generates incorrect MIDI OUT message upon HOLD pedal .£> °FF examPled below' 

|fM5L27128K-2g| 
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±Wli. W#****^^**. ROM A VER. 3. 

<SL. VER. 2. 2 pj.ff]cr> ROM A (iEfetttf'toV'CUTV VER. 
2. 

ROM A of Ver. 3.1 cures this problem. 
NOTE: ROM A’s of Vers. 2.0 to 2.2, being incompatible with ROM A of Ver. 3.1, 

are to be replaced with Ver. 2.3. 

SWITCH FILM SHEET 

Changed to 22663115. Sound Names on TONE SELECTOR buttons are deleted. XA/f • *7 < /I^Ay- Y(0\" 

MUSIC REST And TOP PANEL 

Music Rest is furnished on later products. Effective Serial Number is 

not fixed on the day of the issue. 
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