
~Quantum Hard Drive AT Configuration Card

INSTALLING MOUNTING
SCREWS WITH

EXCESSIVE LENGTHS 
WILL DAMAGE THE

Pin 1 o f  interlace

Figure 1 Drive Mounting Screw Locations

Table 1 Drive Mounting Screw Requirements

Quantum Drive Type

t5 Volts DC Ground +5 Volts DC

‘3 ._,,..,.........  i: . . . . . . . Ground “,! . . . . . . . . . . . . .
+12 Volts DC

Figure 2 3- and 4-Pin DC Powe r Pinout
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Note: Drive jumper locations
are consistent for all ProDrive
AT drives. Drive  IC size and
positioning may vary. 

Back
Of
Drive

These iumoer
positions are  for
factory use only.

Figure 3 AT Jumper Locations



Use Table 2 information only when two hard drives are installed on one cable.

Table 2 AT Master/Slave Jumper Settings

ELS 42mn27n70,
LPS12O/l27/170/210/240/
27omw42OmY540,

Fe54aw6O,
LT365/540/730,
TR420/635/650
W27OI540

Other Driiss'

Master Drive

120/176i210142Y
4251,

LP!352/80/105

ELS42Wl271170,
LPs12On27/170/21On40/
 27Ol24w420i525/!40,

FB54Om60,
LT365154@720,
lR42am5m5~
w270/544

Othrr Drives'

Mallu-c6 1’

uasle.D6sP6am.Nw kSU-?'
Save-S'aNan

I I

Maw.Dsats.SP Masw.D5uDs,sPSa~?' I&SW.?
slave-?' Snc?

In the U.S. and Canada, Quantum technical support lines are open Monday through
Thursday from 5:00 AM to 5:OO PM and Friday from 7:00 AM to 2:OO PM Pacific
Time. The Technical Support telephone number in the U.S. is: l-800-826-8022. The
following 24-hour services are available:

l Fax-On-Demand l-800-4DISKFAX

l BBS l-408-894-3214

For technical support outside the U.S. and Canada, please contact your dealer for local
distributor information or contact the distributor directly.
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